I CHYOUNG SERIES Circular & Band

SAWING MACHINE L%

RICHYOUNG MACHINE TOOL CO., LTD.
PRO RICHYOUNG INDUSTRIAL CO., LTD.




CIRCULAR SAW

RIC-C315

Capacity at 90°

Capacity at 45°

Spindle Speed -

Moo [
[Maximar Vise Gpering [ i
[Cooingpump [T
[Cooing Tk [
[Dimension (owr) [ T
[Stand Dimension (L) [ i
[Packing e (owrr) IR
Rt weight | e

RIC-C250

Capacity at 90°

Capacity at 45°

Spindle Speed -

Blade Size

Maximum Vise Opening
Cooling Pump
Cooling Tank

Dimension (LxWxH)
Stand Dimension (LxWxH)

Packing Size (LxWxH)

Net Weight

RIC-C275 RIC-C275SP

® 1-3/5" (40)
0O 3-2/5" (85)
03" (75)

01 3-3/5'%2" (90x50)

® 1-3/5" (40)

0 2-3/5" (65)

0 2-1/5" (55)

03 2-2/5'%2" (60x50)
2P / 4P: 4P
50HZ — 90 / 45 50HZ — 45
60HZ — 108 / 54 60HZ — 54
HSS 2.0mm x 32
@275
1.5 (2P / 4P) 1.5 (4P)

00

970x950x1645 (with Stand)

160 (with Stand)

RIC-C315

2P / 4P:
50HZ — 88 / 44
60HZ — 104 / 52

2 (2P / 4P)

1/8
5

600x580x720
940%648x940

® 1-1/5" (30)
03" (75)
0 2-3/5" (65)
03 3-3/5'%2" (90x50)

® 1-1/5"(30)
0 2-3/5" (65)
02-1/5" (55)

0 2-2/5'%2" (60x50)

2P / 4P: 50HZ — 90 / 45 4P:

60HZ — 108 / 54
HSS 2.0mm x 32
@250
1 (2P / 4P)
100
1/8
2

880x920x880 (w/o Stan

T um [ Rcaso RIC-C2505P

50HZ — 45
60HZ — 54

1(4P)

d)

880x920x1600 (with Stand)

505x500x720

940%559x719 (Machine)

699x521x204 (Stand)
110 (Machine)
21 (Stand)

RIC-C315L
® 2-2/5" (60)
O 4" (100)
0 3-1/4" (82)
[ 4-2/5"x2-4/5" (110x70)
® 2" (50)
O 3-3/5" (90)
03" (75)
[ 3-2/5"x2-4/5" (85x70)
4P / 8P:
50HZ — 44/ 22
60HZ — 52 / 26
HSS 2.0mm x 32
@315
2 (4P / 8P)
120

1010x960x1770 (with Stand)

175 (with Stand)

RIC-C315SP

4P:
50HZ — 44
60HZ — 52

2.5 (4P)



Variable Speed

Capacity at 90°

Unit

Capacity at 45°

Spindle Speed

RIC-C350

RIC-C350

® 3-2/5" (85)
O 4-4/5" (120)
0 4-1/5" (105)
3 6-2/5"x3-3/5" (160x90)
® 3" (75)
O 4" (100)
0 3-2/5" (85)

1 3-2/5"x2-4/5" (85x70)
24~120 (Variable Speed)
HSS 2.5mm x 32
@350
3 (4P)

170
1/8
5
1260x1030x1820 (with Stand)
600x580x720
1194x719x%1600
265 (with Stand)

STANDARD ACCESSORIES:
- Coolant System
- CE Standard
- Machine Stand
for €275, C275SR, /€315, C31515 €31 5SRI2IE@350)

OPTIONAL ACCESSORIES:
- Saw Blade
- Electrical Components Meet CUL Requirement
(CSA Fuse Holder / CE Fuse / CSA Pump)
- Machine Stand

for C250 & C250SP

= Coolant Pump
for C250 & C250SP

CIRCULAR SAW

1 X

= Coolant Pump
for C275, C275SP, C315, C315L, C315SP &C350

SAWING MACHINE




MANUAL METAL CUTTING BAND SAW

RIC-BS275

RIC-BS275V

RIC-BS260

RIC-BS210
Variable Speed
Manual Feeding Down & Saw Bow Lifting Manual Feeding Down & Saw Bow Lifting Hydr. Feeding Down & Saw Bow Lifting

] unit ] RIC-BS260 | [ unit ] RIC-BS275 [ | unt [__RICBS275V
| ] uni RIC-B5210

® 9" (225) ® 9" (225) ! ® 9" (225)
Capacity at 90° m 8" (200) Capacity at 90° m7-3/5" (190) Capacity at 90° m7-3/5" (190)
® 6-4/5" (170) == 6'x9-2/5" (150%235) = 6" x9-4/5" (150x245) mm 6" X9-4/5" (150x245)
Capacity at 90° - 2,, “7520 é ® 6" (150) ® 5-4/5" (145) ® 5-4/5" (145)
- 6°x7-2/ Capacity at 45° m 4" (150) Capacity at 45° m 6" (150) Capacity at 45° m 6" (150)
( 15(3x190) mm8-2/5'x5-3/5" (210x140) mm 7-3/5"x 6" (190x150) m 7-3/5"x6" (190x150)
_ — /‘5‘.,2(325) ® 3:3/5" (90) ® 3:3/5" (90) ® 3:3/5'(90)
Capacity at 45° 345X 4 4/5" Capacity at 60° m 3-3/5" (90) Capacity at 60° m 3-3/5" (90) Capacity at 60° m 3-3/5" (90)
(55x120) mm 4-1/5'x3-3/5" (105x90) mm 4-4/5"x3-3/5" (120x90) mm4-4/5"x3-3/5" (120x90)
~ MPM - MPM
- mm - omm

Manual Feeding Down & Saw Bow Lifting

40,80 45,90 [Blade speed  [VIZNI] 45,90 20, 80
2080x20x0.9 2480x27x0.9 [Blade Size (LoWxT) [l ] 2480x27%0.9 2480x27%0.9
0.75 (1) Motor TR 1.1(1.5) [Motor  [NUGI 1.1(1.5) [Motor  [IRTAGIO 1.5 (2)
1300xs606e0  CEUTRIAEUR mm . 1460030x1060  CETPGREUEDI mm.o | 1360x580x900 CETRE mme | 1360x580x900
ED 152170 CRICRN IKa 265/ 285 185/ 200 200/ 216
STANDARD ACCESSORIES:

- M42 Bi-metal Saw Blade OPTIONAL ACCESSORIES:

- Coolant System - Variable Speed

- Magnetic Switch 24V & CE - Carbide Blade Guide

- Blade Tension Gauge - Hydraulic Cylinder for BS210, BS260 & BS275

- Machine Stand - Workpiece Stand




.. VFANUAL METAL CUTTING BAND SAW _ [N

RIC-BS280

Variable Speed
Hydr. Feeding Down & Manual Saw Bow Lifting

0000000 unit | RIC-BS280

, - ® 9" (225)
Capacity at 90 m 7-1/5" (180)
m 9-4/5"x6" (245x150)
. ® 5-4/5" (145)
Capacity at 45°R m5.4/5" (145)
mm 7-3/5"x 6" (190x150)
Capacity at 45°L ® 4-4/5" (120)
W 4-4/5"(120)
mm 6"x4-4/5"(150x120)
. - @ 3-3/5" (90)
Capacity at 60! m3-3/5" (90)
= 4-3/5"x3-3/5" (115x90)

[BladeSpeed ~ [RNVIZNEN 45,90
[Blade Size (LWxT) [T ] 2480x27x0.9
1.1 (1.5)
[Packing Size (LwxH) [Nl ] 1460x730x1060
(nwoew. e 295/ 315

Roller Table (Opt.

RIC-BS300

Hydr. Feeding Down & Manual Saw Bow Lifting

Unit RIC-BS300

®10-1/5" (255)
m 8" (200)
mm 8" x12-4/5'" (200x320)
® 7-4/5"' (195)
m 7-4/5" (195)
- 7-4/5" (195)
®38" (200)
m 6-4/5" (170)
= 8'x6-4/5" (200x170)

Round Table / Manual Feeding Down & Saw Bow Lifting

000000 Unit | RIC-B5300R

® 10-1/5" (255)

Capacity at 90° | 10-1/5" (255)
m=6-2/5"x12-2/5" (160x310)

® 7-2/5" (185)

Capacity at 45°R m 7-1/5" (180)
mm 9-1/5"x6-4/5"(230x170)

® 7-1/5" (180)
Capacity at 45°L W 6-4/5" (170)
mm 8-4/5"X5-3/5" (220x140)

Capacity at 90°

Capacity at 45°R
Capacity at 45°L

® 5" (125) ® 4-3/5"(115)
m5" (125) Capacity at 60° W 4-3/5" (115)
m 5-1/5"x4-4/5" (130x120) = 4-3/5'%6-2/5" (115x160)
35,70 Blade Speed 35,70
2750x27x0.9 Blade Size (LxWxT) 2750x27x0.9
152 | Motor 1502
1720x730x1130 y Packing Size (LXWxH) 1720x730x1130
335/ 371 peDoRtR 380 / 426

SAWING MACHINE




MANUAL METAL CUTTING BAND SAW

Hydr. Feeding Down & Manual Saw Bow Lifting
[ unt | RIC-BS350A |

' ® 10-4/5" (270)
Capacity at 90° W 10-4/5" (270)
= 9-1/5'x13-1/5" (230x330)
® 9-1/5"(230)
Capacity at 45°R m 8-4/5" (220)
m 8-2/5"x8-4/5" (210x220)
® 8-4/5"(220)
Capacity at 45°L W 7-1/5" (180)
= 8X5-3/5" (200x140)
® 5-3/5" (140)
Capacity at 60° W 5-3/5" (140)
mm 5-3/5"X5-3/5" (140x140)

BladeSpeed  [VIZVI] 36,72
[Blade Size (LwxT) [l ] 2925x27x0.9
Motor  ATIGIE 2.2(2.9)
[Packing Size (LwxH) [ ii ] 1930x970x1120
(Nw/ew e 550/ 600

RIC-BS350A

Hydr. Feeding Down & Manual Saw Bow Lifting
Unit

® 6-4/5" (170)

- Coolant System

- Magnetic Switch 24V & CE
- Blade Tension Gauge

- Hydraulic Cylinder

RIC-BS210A

Hydr. Feeding Down & Manual Saw Bow Lifting

® 9" (225)
Capacity at 90° | 7-3/5" (190)
m 4'x9-4/5" (150x245)

Capacity at 90° m 6" (150) ® 5.4/5" (145)
= 4"x7-3/5" (150x190) Capacity at 45° | 6" (150)
® 5" (125) mm 7-3/5"x6" (190x150)
Capacity at 45° m 3-4/5" (95) ® 3-3/5"(90)
mm 3-4/5"x4-4/5" (95x120) Capacity at 60° m 3-3/5" (90)
Blade Speed 40, 80 mm 4-4/5"x3-3/5" (120x90)
Blade Size (LXWxT) 2080x20x0.9 Blade Speed 45, 90
0.75(1) Blade Size (LXWxT) 2480x27x0.9
Packing Size (LxWxH) 1300x580x880 IBIRES)
152 /170 Packing Size (LxWxH) 1360x580x900
N.W. / GW. 185 /200
STANDARD ACCESSORIES: OPTIONAL ACCESSORIES:
- M42 Bi-metal Saw Blade - Variable Speed

for BS300, BS300R, BS350A, BS210A & BS275A
- Carbide Blade Guide for BS210A & BS275A
- Hydraulic Cylinder for BS300R

- Workpiece Stand
for BS280, BS300, BS350A, BS210A & BS275A - Infeed Roller Table
- Machine Stand for BS280, BS300, BS300R & BS350A
sl - Outfeed Roller Table
for BS280, BS300, BS300R & BS350A




SEMI-AUTOMATIC METAL CUTTING BAND SAW _ wwwn

Hydr. Vise / Hydr. Feeding Down & lifting

I T BTSN sTANDARD ACCESSORIES: OPTIONAL ACCESSORIES:
e s - M42 Bi-metal Saw Blade - Variable Speed
m=9-1/5'13-1/5" (230x330) - Coolant System - Workpiece Stand
® 9.1/5' (230) - Magnetic Switch 24V & CE - Infeed Roller Table
Capacity at 45°R m 8-4/5" (220) - Blade Tgnsion_ Gauge - Outfeed Roller Table
mm 8-2/5"x8-4/5" (210x220) - Hydraulic Cylinder
® 8-4/5" (220) = Hydrc_ulic Vise
Capacity at 45°L m 7-1/5" (180) - Machine Stand
= 8'x5-3/5" (200x140)
® 5-3/5" (140)
Capacity at 60° W 5-3/5" (140)
m= 5-3/5'x5-3/5" (140x140)
[BladeSpeed  [VIZNE 36,72
[Blade Size (LWxT) [l ] 2925x27x0.9
[Motor PTG 2.2(2.9)

Packing Size (LwxH) [ ] 1930x970x1120
INwo/ew e 600/ 650

RIC-BS350

= Blade Tension Gauge

Hydraulic Cylinder 14mm (Opt.) = Workpiece Stand (Opt.)

SAWING MACHINE




RIC-BS100

RIC-BS125

STANDARD ACCESSORIES:
- M42 Bi-metal Saw Blade
- CE Standard
- Blade Tension Gauge

- Protections for Overload & Temperature Rise

OPTIONAL ACCESSORIES:
- Machine Stand
for BS85, BS170 & BS150NV
- Moveable Machine Stand

PORTABLE METAL CUTTING BAND SAW

Variable Speed
RIC-BS100

® 4-1/5" (105)

Capacity at 90° m 4" (100)
m 4"x4" (100x100)

® 2-3/5" (65)

Capacity at 45° W 2-3/5" (65)
m 2-2/5'%2-3/5" (60x65)

Blade Speed 30~80
[Blade Size (wx1) |G| 1330x13x0.65
O WA 0.85(1.1)
CEITE IO B 724375446
(Nwoew L 18/19

Variable Speed

0000000 | unit | RIC-BS125

® 5" (125)
Capacity at 90° m 5" (125)
mm 5-1/5"x5" (130x125)

® 3-1/5" (80)
Capacity at 45° m 3-1/5" (80)
m 3-1/5"x3-1/5" (80x80)
® 2" (50)
Capacity at 60° m 2" (50)
m 2'x2" (50x50)
Blade Speed 30~80
Blade Size (LxWxT) 1440x13x0.65
Motor 1.01 (1.35)
Packing Size (LxWxH) 724x37 5x446
119 /2]

AN

RIC-BS170

RIC-BS150NV

Variable Speed

] unit | RIC-BS1SONV

® 4" (150)
Capacity at 90° W 5-3/5" (140)
m 4'x5-3/5" (150x140)
® 4" (100)
Capacity at 45° | 4" (100)
m 4"x4" (100x100)
® 2-4/5" (70)
Capacity at 60° W 2-3/5" (65)
m 2-3/5"x2-4/5" (65x70)

BladeSpeed [NV ] 30~80
Blade Size (LXWxT) . mm 1735x13x0.9

15(2)
[Packing Size (LWxH) [ 964x457%555
(nwyew el 30/32

Variable Speed

] unit ] RIC-85170

® 6-4/5" (170)
Capacity at 90° W 6-4/5" (170)
m 6-4/5"x6-4/5" (170x170)
® 5-1/5" (130)
Capacity at 45° m 5-1/5" (130)
- 5-1/5'x6" (130x150)
® 3" (75)
Capacity at 60° m 3" (75)
- 3'x3" (75x75)

30~80
2030x20x0.9
1.65(22)
1000x457x555
35/38




MANUAL METAL CUTTING BAND SAW 1w

Swivel Frame & Variable Speed
Hydr. Feeding Down & Manual Saw Bow Lifting

|0 | uni RIC-BS210CA

® 7-2/5" (185)
Capacity at 90° | 7-1/5" (180)
m 8'x6" (200x150)
® 4-2/5" (110)
Capacity at 45° m 3-3/5" (90)
m 4-2/5'x3-3/5" (110x90)
® 2-4/5" (70)
Capacity at 60° m 2-4/5" (70)
mm 2-4/5"x2-4/5" (70x70)
- P 1PH (DC)-30~75
Bt S 3PH (AC)-35+70
Blade Size (LWxT) | 2085x20x0.9
1PH (DC) =2 (2.67)
oo (IR
Facking Sze (ot [IOReT 1155x680x920
Nw/ew. e 190 /215
Swivel Frame Swivel Frame

Hydr. Feeding Down & Manual Saw Bow Lifting

| unit | RIC-BS270CA
Capacity at 90° m 9" (225)

©® 8-4/5" (220)
Capacity at 90° m 8-2/5" (210)
mm 10-4/5"x8-4/5" (270x220) m 9-1/5"x7-2/5" (230x185)
® 8-1/5" (205) . ® 6" (150)
Capacity at 45° m 8-1/5" (205) Capacity at 45° u 6" (150)
mm 8-1/5"x8-1/5" (205x205) = 6'x8-2/5" (150x210)
® 5" (125) . ® 3-3/5" (90)
Capacity at 60° m5H(125) Capacity at 60° m 3-3/5" (90)
m 5'x5" (125x125) m 3-3/5"x4" (90x100)

Hydr. Feeding Down & Manual Saw Bow Lifting

T U RIC-B5285CA

® 9-3/5" (240)

35+70 Bladespeed | VIIVE | 35+70
2730x27x0.9 2455x27x0.9
1.1(1.5) 1.1(1.5)
1385x745x935 1385x745x935
260 / 290 250 / 280

RIC-BS285CA

STANDARD ACCESSORIES: OPTIONAL ACCESSORIES:
- M42 Bi-meatal Saw Blade - Variable Speed
- Coolant System for BS270CA & BS285CA
- CE Standard - Roller Table

- Blade Tension Gauge
- Hydraulic Cylinder
- Machine Stand

SAWING MACHINE




MANUAL METAL CUTTING BAND SAW

Swivel Frame & Variable Speed

[ umt [ RICBSISOVWW |
Capacity at 90° ch ; 36/5( ] f]OA{O)
: m 5-3/5"

L) m 6X5-3/5" (150x140)

TN ® 4'(100)
Capacity at 45° v W 3-3/5" (90)
- (mm) = 433-3/5 (100x90)

frelh ® 2-4/5" (70)

m 2-3/5'x2-4/5" (65x70) . " 5
MPM 30~80 = BTS (Bearing Turn System) = Handle for Fast V|§e Opening
s 1735x13x0.9 for BS-285CAS & BS300CAS for All Auto. Machines
kW (HP) 15(2) ’
oy \
108 / 120 (Machine) é

21 /22 S A3
Swivel Frame & Variable Speed

RIC-BS210ECO
' o ® 6-4/5" (170)
Capacity at 90° (mm) W 6-4/5" (170)

. = 6-4/5'X6-4/5" (170x170)

= Blade Guide with Hard Metal = Water Cooling System for All

1010x635x780 (Machine)
735x505x156 (Stand)
138 / 145 (Machine)
25/ 26 (Stand)

Packing Size (LxWxH) mm

N.W. / GW. kg

inch ® 5-1/5"(130) i i
Capacity at 45° e = 51/5 (130) Pad for All Auto. Machines Auto. Machines
m 5-1/5"x6" (130x150)
inch ® 3" (75) 5
Capacity at 60° (lmmI m 3" (75) ‘ \
- m 3'x3" (75x75)
MPM 30~80
mm 2030x20x0.9
KW (HP) 1.65 (2.2)

= Reduction Gear Drive

|
STANDARD ACCESSORIES: OPTIONAL ACCESSORIES: 2

- M42 Bi-metal Saw Blade - Roller Table

- Coolant System for BS210ECO

- CE Standard

- Blade Tension Gauge

- Protections for Overload & Temperature Rise

- Machine Stand ,

RIC-BS210ECO * Machine Stand = Moveable Machine Stand (Opt.)

for BS85, BS125 & BS150NV




I DOUBLE MITER MANUAL METAL CUTTING BAND SAW ____[Wwwwm

Hydr. Feeding Down & Manual Saw Bow Lifting
T umk T Ricessoocas |

® 10-2/5" (260)
Capacity at 90° | 10-1/5" (255)
m 11-4/5"%9-1/5" (295x230)
® 9-3/5" (240)
Capacity at 45°R m 8-3/5" (215)
= 9'x8-3/5" (225x215)
® 7-3/5" (190)
Capacity at 45°L | 7-3/5" (190)
o - 7-3/5'x 7-3/5" (190x190)
- | ©6-2/5" (160)
> Capacity at 60° | 5-1/5" (130)
= - 6-2/5'x5-1/5" (160x130)
. MPM

37476
Blade Size (LWxT) [ 2965x27x0.9
Motor PTG 1.2(1.6)
[Packing Size (LWxH) |l i 1580x760x1700
Nw/ew e 310/340

RIC-BS300CAS

STANDARD ACCESSORIES: OPTIONAL ACCESSORIES:
- M42 Bi-metal Saw Blade - Variable Speed
- Coolant System - Roller Table
- CE Standard
- Blade Tension Gauge

Roller Table (Opt. - Bearing Turn System
y - Moveable Chips Tank

¢ - Hydraulic Cylinder
s - Machine Stand

SAWING MACHINE




MANUAL METAL CUTTING BAND SAW

RIC-BS230M

= LED Work Lamp (Opt.)

RIC-BS250M

RIC-BS230M RIC-BS250M RIC-BS250MS

_ — ® 9-1/5" (230) ® 10-2/5" (260) ® 10-2/5" (260)
Capacity at 90° (mm) W 9-1/5" (230) W 10-2/5" (260) W 10-2/5" (260)
m 6'X16" (150x400) m 5'x18-2/5" (125x460)  mm 10-2/5'x17-1/5" (260x430)
] _— ® 7-1/5" (180) ® 9-1/5" (230) ® 10-2/5" (260)
Capacity at 45° (mm) | 7-1/5" (180) W 8-4/5" (220) W 10-2/5" (260)
m7-1/5'%8-4/5" (180x220)  mm 8-4/5'x9-1/5" (220x230) . 10-2/5"x12" (260x300)
Capacity at 60° Iyl = — : g-yg H ig}
i) m 6-1/5'%5" (155x125)
Blade Speed FPM 50, 125, 200, 275 50, 125, 200, 275 80,125,200, 2/5
(MPM) (15,38, 61, 84) (15,38, 61, 84) (15,38, 61, 84)
Blade Size (LxWxT) mm 3265x27x0.9 3360x27x0.9 3660x27x0.9
kW (HP) 1.5(2) 1.5(2) 1.5(2)
Packing Size (LxWxH) mm 1820x750x1060 1880x750x1120 2150x1015x1130
RIC-BS250MS NW./ GW. kg 280 /330 320/ 370 470/ 520
Swivel Frame
STANDARD ACCESSORIES: OPTIONAL ACCESSORIES:
- M42 Bi-metal Saw Blade - Variable Speed
- Coolant System - Auto. Saw Blade Breakage Power Off System
- Tool Box & Tools - CE Standard
- Blade Tension Gauge
- Work Lamp
- Single Roller
- Roller Table




—— ® 10-2/5" (260)
. Capacity at 90° (mm) W 10-2/5" (260)
m 5'x18-2/5" (125x460)
Capacity at 45° (mm) W 8-4/5" (220)
mm 8-4/5'x9-1/5" (220x230)
FPM 50, 125, 200, 275
(MPM) (15,38, 61, 84)

mm 3365x27x0.9
kW (HP) 1.5(2)
mm 1880x750x1120
kg 340 / 390

RIC-BS1018SA

® 10-2/5" (260}

inch
P - Capacity at 90° (mm) W 9-1/5" (230)
| . 6-4/5'x14-2/5" (170x360)
_ o ® 8" (200)
Capacity at 45° (mm) W 6-4/5" (170)
M 5-3/5'x8-3/5" (140x215)
FPM 75,130, 180, 220
Blads Speed (MPM) (23, 40, 55, 67)
mm 3820x27x0.9
KW (HP) 15(2)
mm 2090x955x1320
kg 600/ 700
STANDARD ACCESSORIES:

- M42 Bi-metal Saw Blade
- Inverter Conftrol Device 220V or 440V for BS330SA
- Coolant System

- Hydraulic Vice for BS330SA
- Work Lamp for BS330SA
- Tool Box & Tools

RIC-BS300SA

SEMI-AUTOMATIC METAL CUTTING BAND SAW

[ | unit ] RICBSI0185A

] unit | RIC-BS250SA RIC-BS300SA RIC-BS330SA RIC-BS380SA

- Auto. Saw Blade Breakage Power Off System for BS330SA

RIC-BS330SA

® 12" (300) ® 13-1/5" (330) ® 15-1/5" (380)
W 10-2/5" (260) W 13-1/5" (330) m11-1/5"(280)

mm 8" x13-1/5' (200x330)  WM13-1/5'x25-1/5" (330x630) mm9-1/5'%16-2/5" (230x410)
® 9-1/5" (230) ® 13-1/5" (330) ® 11-1/5" (280)
m 7-3/5" (190) W 13-1/5" (330) m 9-1/5" (230)

. 6'x9-1/5" (150x230)
45,75, 90, 120, 150, 240

m 8"x16" (200x400)
50~297 Inverter

mm7-1/5'x11-1/5" (180x280)
47,80, 95, 127, 158, 250

(14, 23, 27, 36, 46, 73) (15~90) (14,24, 29, 38, 48, 76)
3820x27x0.9 4150x34x1.1 4265x27x0.9
2.2 ([8) 2.25 (3) 2.7 (&)
2090x955x1320 2260x950x1400 2280x955x1485
800 / 900 640 / 740 1000 / 1100
OPTIONAL ACCESSORIES:
- Variable Speed

- Inverter Control Device 220V or 440V

- Auto. Saw Blade Breakage Power Off System
- CE Standard

- Blade Tension Gauge

- Hydraulic Vise

- Work Lamp

- Single Roller

- Roller Table

SAWING MACHINE




SEMI-AUTOMATIC METAL CUTTING BAND SAW

RIC-BS250SAS

Swivel Frame

Capacity at 90°

Capacity at 45°
Capacity at 60°

0000000 ] unit ] RIC-BS2503AS

- ® 10-2/5" (260)
B W 10-2/5" (260)

m 10-2/5'X17-1/5" (260x430)
- ® 10-2/5" (260)
oy W 10-2/5" (260)

= 10-2/5'x12" (260x300)

inch ® 6.1/5'(155)
m 5-3/5" (140)

el . 61/5%5" (155x125)
FPM 50, 125, 200, 275

(MPM) (15,38, 61, 84)
mm 3660x270.9

KW (HP) 15 (2)
mm 2150x1015x1130

kg 500 / 550

Swivel Frame

| unit ] RIC-BS300SAS RIC-BS3805AS

inch ® 12" (300) ® 15-1/5" (380)
{in| W 9-1/5" (230) | 14" (350)
. 9-1/5'13-1/5" (230x330)  mm 11-1/5"x20-4/5" (280x520)

T © 9-3/5" (240) ® 14" (350)
Capacity at 45° ol W 7-3/5" (190) m 12" (300)
m 7-3/5'%9-3/5" (190x240) m 12'x15-1/5" (300x380)
FPM 42,70, 85,110, 135, 210 42,70, 85, 110, 135, 210
(MPM) (13,21, 26, 34, 41, 64) (13, 21, 26, 34, 41, 64)
Bla

Capacity at 90°

mm 3820x27x0.9 4115x27x0.9
KW (HP) 2.25 (3) 2.25 (3)

mm 2180x790x1560 2280x910x1640

kg 850 / 950 950 / 1050

S
RIC-BS305SAS

Swivel Frame

RIC-BS3055AS

® 12-1/5" (305)
W 12-1/5" (305)
H 12-1/5"%20" (305x500)

i o inch ® 12-1/5" (305)
i ® 8" (200)
Capacity at 60° il W 7-2/5" (185)
(i) . 6-2/5x8" (160x200)
Blade Speed FPM 50, 125, 200, 275
: (MPM) (15.38, 61, 84)

inch
(mm)

Capacity at 90°

mm 3820x27x0.9
kW (HP) 1.5(2)
mm 2240x1015x1130
kg 570/ 620




SEMI-AUTOMATIC METAL CUTTING BAND SAW _ wwmn

Swivel Frame

| unit | RIC-BS3305AS

— ® 13-1/5"(330)
sl  13-1/5" (330)
= 12'524" (300x600)

finelh ® 13-1/5" (330)
Capacity at 45° W 13-1/5" (330)
(mm) m 8'x16" (200x400)
finelh ® 11-1/5" (280)
Capacity at 60° (mm) W 11-1/5" (280)
m 7-1/5"x12" (180x300)
FPM 50~297 Inverter
Blade Size (LxWxT) mm 4365x34x1.1
kW (HP) 225 (3)

mm 2280x1540x1540
kg 830/ 950 For RIC-BS250SAS ~ RIC-BS460SA

STANDARD ACCESSORIES:
- M42 Bi-metal Saw Blade
- Inverter Control Device 220V or 440V for
BS330SAS & BS460SAS
@ - Coolant System
- Auto. Saw Blade Breakage Power Off System
for BS330SAS & BS460SA
- Saw Blade Speed Digital Indicator for BS460SA
- 0.75m Roller Table for BS330SAS
- Hydraulic Vice for BS330SAS & BS460SAS
- Work Lamp for BS330SAS & BS460SAS
- Tool Box & Tools

Capacity at 90°

Swivel Frame

1 unmt [ RICBSA60SAS |
’ ® 18-2/5" (460) .
N C: pacity at 90° (Irr:r::) B 18.2/5" (460) OPTIONAL ACCESSORIES:
J3  16"x28" (400x700) - CE Standard
] . inch ® 18-2/5" (460) - Blade Tension Gauge
mm 13-3/5"x20" (340x500) - Roller Table
. 5 inch ® 14" (350)
Capacity at 60' W
_ (mm) W 13-1/5" (330) Following Itmes for BS250SAS, BS300SAS,
FPM 50~297 Inverter BS305SAS, BS380SAS only:
Blade Speed
mm S5130x41x1.3 - Inverter Control Device 220V or 440V
kW (HP) 3.75 (5) - Auto. Saw Blade Breakage Power Off System
mm 2750%1280x1750 - Hydraulic Vice
kg 1260 /1440 - Work Lamp

SAWING MACHINE




AUTOMATIC METAL CUTTING BAND SAW

For RIC-BS250FA ~ RIC-BS380FA

STANDARD ACCESSORIES:

- M42 Bi-metal Saw Blade

- Coolant System

- Auto. Saw Blade Breakage Power
Off System

- Counting Device

- Out of Material Sensor

- 1.5m Roller Table

- Electrical Vise

- Work Lamp

- Tool Box & Tools

RIC-BS300A

OPTIONAL ACCESSORIES:
- Variable Speed
- Inverter Control Device 220V
or 440V
- CE Standard
- Blade Tension Gauge
- 2m~3m Roller Table

Manual Clamping

] unit ] RIC-BS250A RIC-BS300A RIC-BS380A

el ® 10-2/5" (260) ® 12" (300) ® 15-1/5" (380)
Capacity at 90° (mm) | 9-1/5"(230)
W 6-4/5"x14-2/5" (170x360)

W 10-2/5" (260) W 11-1/5" (280)
m 8'x13-1/5" (200x330) mm 9-1/516-2/5" (230x410)

FPM 75,130, 180, 220 45,75, 90, 120, 150, 240 47,80, 95, 127, 158, 250
(MPM) (23, 40, 55, 67) (14,23, 27, 36, 46, 73) (14,24, 29, 38, 48, 76)

mm 3820x27x0.9 3820x27x0.9 4265x27x0.9

KW (HP) 1.5 (2) 2.25 (3) 2.25 (3)

mm 2090x955x1320 2090x955x1320 2280x955x1485

kg 700 / 800 900 / 1000 1100/ 1200

For RIC-BS250A ~ RIC-BS380A

STANDARD ACCESSORIES:
- M42 Bi-metal Saw Blade
- Coolant System
- Auto. Saw Blade Breakage Power Off System
- Counting Device
- Out of Material Sensor
- 1.5m Roller Table
- Work Lamp
- Tool Box & Tools

OPTIONAL ACCESSORIES: |
- Variable Speed '
- Inverter Control Device 220V or 440V
- CE Standard
- Blade Tension Gauge
- 2m~3m Roller Table
- Hydraulic Vise

RIC-BS300FA

Motor Clamping

[ [ unit | RIC-BS250FA RIC-BS300FA RIC-BS380FA

o ® 10-2/5" (260) ® 12" (300) ® 15-1/5" (380)
Capacity at 90° T W 9-1/5" (230) W 10-2/5" (260) W 11-1/5" (280)
mm 6-4/5'x14-2/5" (170x360) =W 8'x13-1/5" (200x330) W 9-1/5'x16-2/5" (230x410)

e FPM 75,130, 180, 220 45,75,90,120, 150,240 47,80, 95,127, 158, 250

(MPM) (23, 40, 55, 67) (14, 23,27, 36, 46, 73) (14, 24,29, 38, 48, 76)
mm 3820x27x0.9 3820x27x0.9 4265x27x0.9
kW (HP) 1.5(2) 225 (3) 225 (3)
mm 2090x955x1320 2090x955x1320 2280x955x1485
N.W. / GW. kg 700 / 800 900/ 1000 1100 / 1200




. FULLY AUTOMATIC METAL CUTTING BAND SAW __ _mmm

Fully Automatic Bandsaw
X X . Swivel Frame / Hydraulic vice feed
Auto. Clamping Vise & Hydr. Dual-Vise

[ | unit | RIC-BS330AS RIC-BS430AS

® 13-1/5"(330) ® 17-1/5" (430)
Capacity at 90° W 10-2/5"(260) W 14" (400)
PR mm 10-2/5"x18" (260x450) m 14"%20" (350x500)
ine ® 13-1/5" (330) ® 14-2/5" (360)
Capacity at 45° lm} W 10-2/5"(260) W 13-1/5" (330)
o mm10-2/5'%x13-1/5"(260x330) mm 9-1/5"%14-2/5" (230x360)

One Stroke 500 x 9 time One stroke 500 x ¢ time

Shuttle Stroke mm.

(0~4500) (0~4500)
A 50-297 Inverter 50~297 Inverter
..'[1 (15~90) (15~90)
mm 4150x34x1.1 4570x34x1.1
225(3) 55 (7.5)
Vise Control | ] Hydraulic Hydraulic
RIC-BS330AS CoolantTank __ |I0 45 56
Hydr. Tank | . 44 60
28 =
[Packing Size (LxWxH) [yl 2600x2280x1730 2610x2280x1880
(Nw./ew. e 1620 /1820 1750 / 2000

RIC-BS430AS
Hydraulic Pressure Down-feed

STANDARD ACCESSORIES:

- M42 Bi-metal Saw Blade
- Inverter Conirol Device 220V or 440V

RIC-BS300AS

A " g - Coolant System
Auto. Clamping Vise & Hydr Dual-Vise
oS reckage Fower
' ® 12" (300) ' L (380) 2 Fn ;
Capacity at 90° : i W 10-2/5'(260) 3 ) SC%Wur?:ﬁwdeDseF:fif: Digital Indicator
mm 8'x16" (200x400) - m) x20" (£ 9

- Out of Material Sensor

- Hydraulic Chip Conveyor
- Hydraulic Dual Vise

- Work Lamp

® 10-2/5" (260)
| 10-2/5" (260) _
One Stroke 500x 9 time | One S

Capacity at 45°

Shuttle Stroke

50~2{g? ?:Sgiter “Wderem
Blade Speed (15~90) - Tool Box & Tools
N 38202709
Motor UGN 2.25 (3)
: _ Hydraulic OPTIONAL ACCESSORIES:
[Coolant Tank ~ [ESSIEN 50 - CE Standard
[Hydr. Tk~ [ 45 - Blade Tension Gauge
kg 28 [ - Roller Table
[Packing Size (LxWaxH) [HTs (o 2340x2240x1710 : - Nesting Fixture for Bundle Cutfing
INw. /6w, G 1250 / 1470 = Auto. Saw Blade Breakage = Nesting Fixture for Bundle

Power Off System Cutting (Opt.)




DOUBLE COLUMN SEMI-AUTOMATIC METAL CUTTING BAND SAW

Vise Feeding
| [ unit [ RICBS350CSA | RIC-BS550CSA__[ RIC-BS700CSA | _ RIC-BSS00CSA |
: [ ] [ ] [ ] ®
AL - szgigso n 558§g50 - 766?(900 n sogggoo
m/min. 05 Aol 20~100 Inverter 20~85 Inverter 20~100 Inverter
60HZ: 24~100
mm 5450x41x1.3 5980x41x1.3 7200x54x1.6 8300x54x1.6
kW (HP) 3.7 (5) 5.5 (7.5) 7.5(10) 7.5(10)
kW (HP) 1502 15(2) 1.5(2) 22(3)
kW (HP) 0.2 (1/4) 0.2 (1/4) 0.2 (1/4) 0.2 (1/4)
= STD. STD. STD.
~~~~~ L 56 110 120 140
L 55 70 80 90
mm 650 800 680 650
mm 3180x1460x2080 3060x1880x2250 3760x2250x2570 4270x2030x2540
kg 2100 / 2350 2580 / 2700 3850 / 4150 5100 / 5400

STANDARD ACCESSORIES:
RIC-BS700CSA - M42 Bi-metal Saw Blade - Auto. Chip Conveyor for BSSO0OCSA

- Variable Speed Conftrolled by Inverter - Dual Cylinder of Lifting for BSSOOCSA

- Hydraulic Tension Device of Saw Blade - Projector for Marking

- Check Device of Saw Blade Breaking - Hydraulic Lift Up Roller

- Power Driven Wire Brush - Hydraulic Carbide Fixture for BS700CSA & BS800CSA
- 3pcs Carbide Blade Guide System - Hydraulic Vise

- LED Display of Blade Speed - Water Gun

/_r///imm//‘ - CE Standard for BS700CSA & BS800CSA - Tool Box & Tools
oo OPTIONAL ACCESSORIES:

/:—"‘——_/ *ﬁ"_ - CE Standard
| - : .

- Auto. Chip Conveyor
- 2m Roller Table

These 2 features are for BSS80O0OCSA, BSS800CSAT,
BS1080CSAT, BS1100CSAT, BS1300CSAT

Fixing Cylinder Pushing Cylinder




DOUBLE COLUMN SEMI-AUTOMATIC METAL CUTTING BAND SAW

RIC-BS1100CSAT

Table Feeding

00O
Capacity mm
m/min.
mm
kW (HP)
kW (HP)
kW (HP)
L
L
mm
mm
kg

STANDARD ACCESSORIES:
- M42 Bi-metal Saw Blade
- Variable Speed Controlled by Inverter
- Hydraulic Tensions Device of Saw Blade
- Check Device of Saw Blade Breaking
- Power Driven Wire Brush
- Hydraulic Carbide Blade Guide System
- LED Display of Blade Speed
- CE Standard

OPTIONAL ACCESSORIES
- 2m Roller Table for BSBOOCSAT
- 2.5m Roller Table for BSTO080CSAT
- 3m Roller Table for BS1100 & 1300CSAT

[ | RIC-BSBOOCSAT RIC-BS1080CSAT RIC-BS1100CSAT RIC-BS1300CSAT

® 800 ® 800 ® 1100 ® 1300
W 800x800 W 1000x800 W 1100x1100 W 1300x1300
20~80 Inverter 20~80 Inverter 20~80 Inverter 15~80 Inverter
8300x54x1.6 8800x67x1.6 9800x67x1.6 12300x80x1.6
7.5 (10) 11 (15) 11 (15) 15 (20)
2.2 (3) 2.2 (3) 87 (9) SYA(5)
0.2 (1/4) 0.2 (1/4) 0.2 (1/4) 0.2 (1/4)
STD. STD. STD. STD.
180 200 280 400
120 120 120 160
650 650 680 680
4090x2270x2540 4550x2300%x2540 4820x2300x3250 5850x3030x3150
7800 / 8050 9500 / 9830 11500 / 11920 18410 / 19450

- Auto. Chip Conveyor
- Dual Cylinder of Lifting
- Projector for Marking

- Table Feeding

- Hydraulic Vise

- Dual Vise

- Water Gun

- Tool Box & Tools

Control Panel

Projector for Marking Control Rod of Height

The assembly of rotatfion adjusting
switch and LED display offer the
clear recognition to the operator.

Electrical Cabinet

SAWING MACHINE




DOUBLE COLUMN SEMI-AUTOMATIC & FULLY AUTOMATIC METAL CUTTING BAND SAW

o B RIC-BS300CFA
: e _
Auto. Chip Conveyor
[ ] |
/
A
[ Model [ A ] 8 | _C |
4000 2348 2200
4090 2350 2300
4800 2950 2200
2m Roller Table (Opt.) 5200 3200 2300
3500 2310 1500
3890 2350 1600

MODEL DEFINITION:

M - Manual

MS - Manual, Swivel Frame

SA - Semi-automatic, Auto. Lifting Frame

SAS - Semi-automatic, Auto. Lifting Frame, Swivel Frame

A - Automatic, Manual Clamping, Auto. Saw Bow Up & Down

AS - Fully Automatic, Swivel Frame, Auto. Clamping Vise with Hydraulic Dual-vise
FA - Automatic, Auto. Clamping Vise by Motor, Auto. Saw Bow Up & Down

CSA - Column Type Semi-automatic

CFA - Column Type Fully Automatic
CFANC - NC Column Type Fully Automatic



DOUBLE COLUMN FULLY AUTOMATIC METAL CUTTING BAND SAW

RIC-BS530CFA
Bundle Cutting

[ | Rric-Bs300cFA | RIC-BS330CFA | RIC-BS400CFA | RIC-BS460CFA | RIC-BS530CFA

l_ . ® 300 ® 330 ® 420 ® 460 ® 550
Capacity mm

} W 300x300 . 400x330 m 420x420 W 460x460 W 550550

Width 145~230  Width 160~280 Width 200~350  Width 200~350  Width 230~400

Height 30~130  Height 50~150 Height 100~200 Height 130~240 Height 120~270

m/min. 20~100 Inverter 20~100 Inverter 20~100 Inverter 20~100 Inverter 20~100 Inverter

<
._ type Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic
mm 3920x34x1.1 4570x34x1.1 4880x41x1.3 5450x41x1.3 5980x41x1.3
kW (HP) 3.7 (5) 3.7 (5) 5.5(7.5) 5.5(7.5) 5.5(7.5)
- kW (HP) 0.75 (1) 1.5 (2) 1.5 (2) 1.5 (2) 1.5 (2)
kW (HP) 0.1(1/8) 0.1(1/8) 0.2 (1/4) 0.2 (1/4) 0.2 (1/4)
I: 70 90 110 110 110
L 60 80 90 90 100
mm 780 800 800 800 800
mm 400x9 times 500x9 times 500x9 times 500x9 times 500x9 times
mm 2180x2180x2090 2550x2770x2090 2720x2270x2270 2950x2270x2270 3100x2240x2270
kg 1650 / 1800 2350 / 2500 2500 / 2650 3200 / 3350 3450 / 3600
STANDARD ACCESSORIES: OPTIONAL ACCESSORIES:
- M42 Bi-metal Saw Blade - P.L.C. Control for All Electric & - Nesting Fixture for Bundle Cutting - CE Standard
- Variable Speed Confrolled by Inverter Hydraulic Function - Lead screw - NC Control System
- Hydraulic Tension Device of Saw Blade - Auto. Work Height Control & - Multiple Index (9 times) - Hydraulic Vise
- Check Device of Saw Blade Breaking Fast Approach - Split Front Vise - 2m Roller Table
- Power Driven Wire Brush - Shuttle Type Auto. Feed - Work Lamp
- 3pcs Carbide Blade Guide System - Preset Cut-counter with Shut-off - Water Gun
- LED Display of Blade Speed - Auto. Chip Conveyor - Tool Box & Tools

SAWING MACHINE




DOUBLE COLUMN FULLY AUTOMATIC METAL CUTTING BAND SAW

Control Panel of Lead Screw Type

Hydraulic Tension Device of Saw Blade Nesting Fixture for Bundle Cutting
Check Device of Saw Blade Breaking

OPTIONAL ACCESSORIES:

Control Panel of NC Type Full Stroke Cylinders Hydraulic Carbide Blade Guide Hydraulic Clamping System
System
FLOOR SPACE: 1000 L . i My
E E—E | |
lE—= Sep
] L = [enrzin] i i s
[ H ] Center of gravity - I c
500 500 : DE 0
-] 71 LN —__ 1

2m Roller Table

| Model | A | B | __C
| RICBS300CFA |

RIC-BS300CFA 2000 2050 1700

1000 ‘ Positon of operator ‘ 2230 2150 1800
2600 2150 1902

A 2750 2150 2050

3000 2150 2200



DOUBLE COLUMN FULLY AUTOMATIC METAL CUTTING BAND SAW __Twwwn

(back)

RIC-BS580CFANC

—iTm

RIC-BS620CFANC

NC Control
[ RIC:BSSBOCFANC | RIC-BS620CFANC
AL = $204580 - 7001420 = 1000800
m/min. 20~80 Inverter 15~100 Inverter 20~80 Inverter
mm 7000x54x1.6 7600x54x1.6 8800x67x1.6
kW (HP) 7.5(10) 7.5 (10) 11 (15)
Motor kW (HP) 2.2 (3) 2.2 (3) 2.2 (3)
kW (HP) 0.2 (1/4) 0.2 (1/4) 0.2 (1/4)
L 110 140 140
L 85 100 100
mm 810 650 680
mm 400 500 410
mm 3640x2270x2500 3880x2300x2410 + 2150x1120x930 4550x2300x2540
RIC-BS800CFANC N.W./ G.W. kg 5100 / 5350 7000 / 7250 + 390 / 435 (for 2M roller table) 9500 / 9830
STANDARD ACCESSORIES:
- M42 Bi-metal Saw Blade - Auto. Work Height Confrol & - Auto. Chip Conveyor OPTIONAL ACCESSORIES:
- Variable Speed Control by Inverter Fast Approach - Coolant System - G Roller Telsile:
- Hydraulic Tension Device of Saw Blade - Shuttle Type Auto. Feed - Hydraulic Vise _ BmRoller Telie
- Check Device of Saw Blade Breaking - CE Standard - Split Front Vise
- Power Driven Wire Brush - NC Confrol System : - Work Lamp
- Hydraulic carbide Blade Guide System a. Multiple Length & Quantity Setting - Water Gun
_P.L.C. Control for All Electric and b. Encoder for Precision Length Setting - Tool Box & Tool
Hydraulic Function c. Auto Zero Point Setting

SAWING MACHINE




Check Device of Saw Blade Breaking
Under the function of this accessory,
the machine operation will be
stopped if the saw blade was
jammed or broken in the working
process.

Hydraulic Carbide Guide System

It provides hydraulic clamp effect and
steady pressure for saw blade during
the process.

Synchronized Adjustment of
Blade Guide

The blade guide automatically
adjusts position according to
workpiece size, that avoids
manual adjustment error.

FLOOR SPACE:

Feed Roller Table

The feed roller table reduces friction
between workpiece and table surface
during feeding, while upgrading position
accuracy.

DOUBLE COLUMN FULLY AUTOMATIC METAL CUTTING BAND SAW

Control Panel for NC Type

Colorful and infelligent HMI device
performed in friendly operation
shows malfunction and display
operation of the machine with
automation. The zero point of the
material is searched automatically
without the manual measurement.

e T - -

Rapid Downfeed Sensing Rod
During the saw blade fast
approaches to workpiece, when
the sensing rod fouches the
workpiece, downfeed speed
automatically slow down. This Electrical Cabinet
feature will save feed time and

avoid manual operation error.

Precision Linear Ways

The slideways are mounted with high
precision linear guide ways to replace
the tradifional ones, providing high
accuracy and smooth movement.

Auto. Chip Conveyor

| Model | A [ B | _C_
3500 2320 2120
3800 2200 2300
4100 2360 2090




HYDRAULIC POWER HACK SAW

cepacy -

[ Max. Cutting Degree  |R0RIIu 1
[ Distance of Strokes |yl
[Strokesper |
CEEE i
Motor IRV
_

RIC-VB30

STANDARD ACCESSORIES:

- Saw Blade

- Infinitely Variable Saw Feed Pressure Control
- Complete Electric Components with Motor Protection

- Complete Hydraulic System

- Adjustable Material Length Stop
- Clamping Device for Short Ends
- Recirculating Coolant System

VERTICAL METAL CUTTING BAND SAW

e Throat Depth
I Max. Work He|ght

Blade Speed mimin. (FPM)

s
Wldth

Table Sie o

e meraior [N
[Butt WelderCapaciy (e
Wotor [N
[Packingize (o) [
wiew [

STANDARD ACCESSORIES:
- Saw Blade Butt Welder with Integrated
Annealing Unit
- Blade Shear, Grinder
- Brush for Cleaning Lower Drive Wheel
- Work Lamp
- Tool Box & Tools

® 8" (200) ® 9" (225) ® 11-1/5" (280) ® 12-4/5" (320) ® 15-1/5" (380mm) ® 18" (450mm)
W 7-3/5'x7-3/5" (190x190) WM 9"x8-4/5" (225x220) W 11-1/5'10" (280x250) M 12'x12" (300x300) W 13-1/5x14" ( 330x350) mM15-1/5'x17-1/5" (380x430)
45° /80 45° /120 45° /140 45° /185 45° /185 45" /250
118 138 138 138 138 155
105,125 80,100, 120
350x32x1.6x8.3 400x32x1.6x8.3 450x32x1.6x8.3 500x38x2x10.3 550x45%2.25x10.3 650x50x2.5x12.3
0.75 (4P,1) 1.5 (4P,2) 1.5 (4P,2) 1.5 (4P,2) 1.5 (4P,2) 2.2 (4P,3)
1240x730x1010 1420x850x1100 1420x850x1100 1550x850x1200 1550x850x1200 1970x940x1400
270 / 330 415 / 475 430/ 490 450 / 520 475/ 545 715 /810

- Nesting Fixture for Multiple Sawing
of Stacked Bars, Small Rounds & Tubing
- Material Support Stands
- Equalixing Bar for Jaws
- Grease Gun
- Tool Box & Tools

ITEMS / MODEL RIC-VB30 RIC-VB36 RIC-VB45

12-2/5" (310) 14-1/5" (355) 18-1/5" (455)
7" (175) 9-1/5" (230) 10-1/5" (255)
20~90 (65~295) 25~115 (85~375)
2520 2840 3490
3-16
500x400 600x500
15° (4 ways)
2.4KVA 1/8'~5/8" (3~16)
0.4 (0.5) 0.75 (1)
920x550x1680 940x560x1850 1110x660x2020
225/ 265 245 / 290 300 / 350

OPTIONAL ACCESSORIES:
- Rip Fence for Straight, Repeated Cutting Easily
Removable for Varied Size
- Miter Protractor for Angular Cutting
- Groove Table
- Electro-magnetic Switch and Overload Protection

SAWING MACHINE




VERTICAL METAL CUTTING BAND SAW

ITEMS / MODEL
Capacity

Blade Speed

Blade Size

Table Size

Table Inclination
Table Stroke
Butt Welder Capacity

Motor

Packing Size (LxWxH)

RIC-VB100

Blade to Column
Throat Depth
Max. Work Height

Length
Width

Blade Drive
Hydraulic Pump

RIC-VB100A

16-2/5" (410)
12" (300)

3350

1200x760x2100
390/ 460

600x500

2.4KVA 1/8'~5/8" (3~16)

1300x760x2140
435/ 510

1.5 (2)

1420x760x2140
470 / 550

For RIC-VB40 / VB50 / VB40 / VB100

@ STANDARD ACCESSORIES:
4 - Saw Blade Butt Welder with
Integrated Annealing Unit

- Blade Shear, Grinder
- Brush for Cleaning Lower Drive

Wheel
- Work Lamp

- Tool Box & Tools

STANDARD ACCESSORIES:
- Saw Blade Butt Welder with
Integrated Annealing Unit
- Blade Shear, Grinder
- Brush for Cleaning Lower Drive Wheel
- Miter Protractor for Angular Cutting
- Rip Fence for Straight, Repeated Cutting

OPTIONAL ACCESSORIES:
- Rip Fence for Straight, Repeated

Cutting Easily Removable for Varied Size

- Miter Protractor for Angular Cutting
- Groove Table

- Inverter

- High Speed Inverter

OPTIONAL ACCESSORIES:

- Inverter

- High Speed Inverter

Easily Removable for Varied Size
- Groove Table

- Work Lamp

- Tool Box & Tools

20-4/5" (520) 24-2/5" (610) 40-2/5" (1010)
12-2/5" (310) 13-3/5" (340) 13-3/5" (340)
Low 20~85 (65~280)  High 120~500 (400~1640)
3880 3970 4540
=16
600x500 600x500
220x500 450x500
15° (4 ways)

1770x760x2140
530/ 620

RIC-VB40 RIC-VB50 RIC-VB60 RIC-VB100 RIC-V

B40A RIC-VB50A RIC-VB60A RIC-VB100A

40-2/5" (1010)

16-2/5" (410) 20-4/5" (520) 24-2/5" (610)
12" (300) 12-2/5" (310) 13-3/5" (340) 13-3/5" (340)
Low 20~85 (65~280)  High 120~500 (400~1640)
3350 3880 3970 4540
3~20
600x700
660x700 450x500
L5 R15° (2 ways)
350
42KVA 1/8'~3/4" (3~20)
1.5(2)
0.4 (0.5)
1350x1100x2100 1450x1100x2140 1570x1100x2140 1920x1100x2140

475/ 575

510 /600

565/ 665

650 /775
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RIC-VB1113

.4 Avaiable for custom size made

ITEMS / MODEL RIC-VB1113

mm 1370
M 2510 STANDARD ACCESSORIES:
e — — — - M42 Bi-metal Saw Blade -CEStandard
o : —— - chobl(_e Speepl Con’rrpller by Inverter - Laser Mqumg Projector
- - Hydraulic Tension Device of Saw Blade - Auto. Chip Conveyor
CuttingFeed | SERENEEE 2 S ] - Check Device of Saw Blade Breaking - Flushing Hose for Machine Ceaning
hils I - Hydraulic Carbide Guide System - Hydraulic Lifting of Guide Arm
Motor &l 2HP x2 - HMI + Servo Control of Cutting Feed Setting - Hydraulic Lifting Up Roller
HP 0.5 - Separate Control Cabinet - Tool Box & Tools
COntl‘O' Hydraulic Llﬁ'lng Up Roller - Outside Table Widen

mm 12000x5000x3710
kg 28000

SAWING MACHINE




WWW.richyoung.com.tw

RICHYOUNG MACHINE TOOL CO., LTD.
PRO RICHYOUNG INDUSTRIAL CO., LTD.
7F-1, N0.296, Nanping Rd., South Dist., Taichung 402, Taiwan

TEL : 886-4-2265-8338 FAX : 886-4-2265-7997
e-mail: info@mail.richyoung.com.tw
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